
IS111 
ISUZU  NLR85    NPR85  
Dal 2006 – motore 4JJ1 – 3000 cc – 4 cilindri – con A/C  
Since 2006 – engine 4JJ1 – 3000 cc – 4 cylinders – with A/C  
 
Istruzioni di montaggio kit innesto elettromagnetico 

- Smontare tubo intercooler 
- Smontare ventola radiatore ed eliminare i 4 prigionieri di fissaggio 
- Montare i 4 prigionieri forniti 
- Inserire la puleggia fornita e la cinghia quindi rimontare ventola radiatore (foto 1) 
- Montare staffa di fissaggio innesto elettromagnetico nei punti A-B-C-D-E  (foto 2 e 3) 
- Montare puleggia tendicinghia (foto 4) 
- Montare innesto elettromagnetico completo di pompa (foto 5) 
- Montare cinghia nella gola esterna della puleggia innesto elettromagnetico 

 
Electromagnetic coupling kit installation ionstructions 
-   Disassemble intercooler pipe 
-   Disassemble radiator fan and remove the 4 prisoners 
-   Install the supplied 4 prisoners  
-   Insert the supplied pulley and belt and then reassemble  the radiator fan (photo 1) 
-   Install the electromagnetic clutch bracket  points ABCDE (photos 2 and 3) 
-   Install idler pulley (photo 4) 
-   Mount electromagnetic clutch complete with pump (photo 5) 
-   Install the belt  in the  external grove of electromagnetic clutch 
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